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CAUTION
Tie the slack in the cable in a smooth S-shape bend. This
should be tied to the side of the load or to a lashing on the
type V platform. This will avoid binding problems in the
cable.
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Figure 3-52. Latch Assembly Bolted to Type V Platform Extraction Bracket

CAUTION
The modified extraction lugs are identified by the

presence of a 1/2-inch steel strip welded or machined on
the lower front flat surface of the extraction lug.
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Figure 3-53. Delay Release Timer Seated

Section VI

Release Assemblies
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CAUTION
If the timer is not correctly seated in the upper position in the
release when it is armed, the keys will not fit into the slots in

the back side plate and could damage the timer.
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CAUTION
DO NOT use the M-1 cargo parachute release with

four G-11B cargo parachutes. The M-2 cargo
parachute release MUST be used.
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Figure 3-54. Timer Armed
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Figure 3-55. Testing Timer
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Figure 3-55. Testing Timer (Continued)

CAUTION
Do not over tighten the face side plate. Make sure the bolts

are tightened in an alternating sequence.
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Figure 3-56. Parachute Connector Fitted to Upper Suspension Link of M-1 Release
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Figure 3-57. M-1 Release Prepared
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CAUTION
The end loop of the arming wire may pull free from the

crimping sleeve during parachute deployment. To ensure that
the arming wire disengages from the timer stem, an arming
wire safety tie must be installed on all arming wires prior to

use on an airdrop operation.
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Figure 3-57. M-1 Release Prepared (Continued)
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CAUTION
Place the release on the load with the parachute connectors
toward the rear of the platform and with the guide block up. Bolt
the suspension slings to the lower suspension links so that
they will not change position when the load is suspended. Make
sure the arming wire lanyard is routed over all items.
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Figure 3-58. M-1 Release Attached and Safetied to Load
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Figure 3-59. M-2 Release Prepared, Attached, and Safett Tied to Load
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CAUTION
Place the release on the load with the parachute connectors

toward the rear of the platform and with the guide block up. Bolt
the suspension slings to the lower suspension links so that
they will not change position when the load is suspended.
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Figure 3-59. M-2 Release Prepared, Attached, and Safety Tied to Load (Continued)
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